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Dener Makina was established in 1974 in Kayseri Old Industrial Zone. Since 2000,
Dener Makine has focused on the production of CNC Sheet Metal Processing
Machines and continues its production with a wide range of products including
Guillotine Shears, Hydraulic Press Brakes, Ball Screw Press Brakes, Servo Electric
Press Brakes, Plasma Cutting Machines and Fiber Laser Cutting Machines.

In 2016, the company made a significantinvestment by incorporating 155,000 m?
factory buildings and 27,000 m2 social facilities located on 1,300,000 m2 of land
owned by TAKSAN A.S. Inthe new period, Taksan Integrated Facilities started the
production of CNC Metal Processing Machines such as Double Column
Machining Centres, 5 Axis Simultaneous Machining Centres, Vertical Machining
Centres, Lathes and Grinding Machines.

Dener Makina, CNC Sheet Metal Processing Machines and CNC Metal
Processing Machines, with its wide range of machinery production, half a century
of experience, qualified workforce and multinational R&D centre, is the first in the
world by offering important investment products to the world industrial
enterprises.

DENER

MACHINERY

HEAD QUARTER

——
-

w

a = alu '1’.!‘
*

Dener Makina, 1974 yilinda Kayseri Eski Sanayi Bolgesi'nde kuruldu. 2000 yilindan itibaren Dener
Makine, CNC Sac Iisleme Makineleri tiretimine odaklanmis olup, Giyotin Makaslar, Hidrolik
Abkant Presler, Vidali milli Abkant Presler, Servo Elektrikli Abkant Presler, Plazma Kesim
Makineleri ve Fiber Lazer Kesim Makineleri dahil olmak lizere genis bir tirlin yelpazesi ile
Uretimine devam etmektedir.

2016 yilinda, sirket TAKSAN A.S. blinyesinde bulunan 1.300.000 m? arazi tizerinde yer alan
155.000 m? fabrika binalari ve 27.000 m? sosyal tesisleri biinyesine katilimiyla énemli bir yatirm
gerceklestirmistir. Yeni dénemde Taksan Entegre Tesisleri, Gift Siitunlu isleme Merkezleri, 5
Eksen Eszamanli isleme Merkezleri, Dikey Isleme Merkezleri, Tornalar ve Taglama Makineleri gibi
CNC Metal isleme Makineleri tiretimine baslamistr.

Dener Makina, genis makine Uretim yelpazesi, yari ylzyil asan deneyimi, nitelikli is glicl ve gok
uluslu bir Ar-Ge merkezi ile CNC Sac Isleme Makineleri ve CNC Metal Isleme Makineleri alaninda
diinya endstriyel isletmelerine nemli yatinm Griinleri sunarak diinyada birinci sinifta yer
almaktadir.
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GENERAL SPECIFICATIONS GENEL OZELLIKLER

THC | THC
Height Control Unit | Ykseklik Kontrol Unitesi

(Optional: Hyperterhm | (Opsiyon: Hyperterhm
Height Control Unit) | Yukseklik Kontrol Unitesi)

Strong | Zengin
consumable | sarf malzeme Mitsubishi | Mitsubishi
stock | stogu servo motors | servo motor
and drivers | ve suriculeri

® .

Hyperterhm | Hyperterhm
Power Supply | Gug Unitesi

Pneumatcally controlled | Pnématik kontrolll
air intake enabled | hava emis 6zellikli
cutting table | kesim masasi

CNC |CNC
Control Unit ' Kontrol Unitesi

All electrical | Tum elektrik
.. components switching | salt malzemeleri
Rack & Pinion | Kramayer :
drive system | digli sistemi equipments are well-gg%v;g taninmis markalar

Linear rail | Lineer kizak




Options Opsiyonlar

Pipe Cutting
Boru Kesim

DNR-I Width
SERIES Genislik
DNR-11503 | 2650 mm
DNR-12004 | 3150 mm
DNR-12006 | 4150 mm
DNR-I1 3006 | 4150 mm
DNR-1 3008 | 4150 mm
DNR-I1 3012 | 4150 mm
DNR-13016 | 4150 mm
DNR-13020 | 4150 mm
DNR-14006 | 5150 mm
DNR-1 4008 | 5150 mm
DNR-14012 | 5150 mm
DNR-14016 | 5150 mm
DNR-1 4020 | 5150 mm

Bevel Cut

Lenght
Uzunluk

4400 mm
5400 mm
7400 mm
7400 mm
9400 mm
13400 mm
17400 mm
21400 mm

7400 mm

9400 mm
13400 mm
17400 mm
21400 mm

Acili Kesim

Height
Yukseklik

2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm
2150 mm

PLASMA CUTTING MACHINE

Cutting Width
Kesim Genisligi

1650 mm
2150 mm
2150 mm
3150 mm
3150 mm
3150 mm
3150 mm
3150 mm
4150 mm
4150 mm
4150 mm
4150 mm
4150 mm

Tube Cutting
Kutu Profil Kesim

Cutting Lenght
Kesim Uzunlugu

3150 mm
4200 mm
6300 mm
6300 mm
8400 mm
12600 mm
16800 mm
21000 mm

6300 mm

8400 mm
12600 mm
16800 mm
21000 mm

Drilling Unit
Matkap Unitesi

Weight
Agirhk

4800 kg
5950 kg
7400 kg
9200 kg
12600 kg
16100 kg
19500 kg

8900 kg
11100 kg
15400 kg
19700 kg
24000 kg

PLAZMA KESIM MAKINASI

General Specifications

Windows based Control Unit

Strong construction design for high speeds

Drive gives smooth and without vibration motion

Helix rack & pinion drive system

which gives smooth and fast motion

Axis positioning accuracy +0,02mm

Axis positioning speed 35m/min

Automatic torch height control

Shape library of simple parts programmable feature
Material and time saving with auto nesting software
AC servo controlled axis

Pneumatic shock prevention system for the torch
Cutting base table adaptable with vacuum system
Automatic gase control

Genel Ozellikler

Windows tabanli CNC Kontrol Unitesi

Yiiksek hizlar i¢in tasarlanmig saglam konstriiksiyon
Cift taraftan tahrik ile yiiksek pozisyonlama

Hizl ve dogru hareket saglayan Helis Kramayer ve
Pinyon disli tahrik sistemi

Eksen pozisyonlama hassasiyeti £0,02mm

Eksen pozisyonlama hizi 35m/dk

Otomatik torch ytkseklil kontroll

Sekil kitiphanesi ile hazir parga programlayabilme
Otomatik nesting yazilimi ile firesiz parga
yerlestirebilme 6zelligi ile malzeme, zaman tasarrufu
Eksensel hareketlerde AC servo motorlar

Torch sistemi igin pnématik darbe énleyici

Hava temizleme sistemine uygun kesim sehpasi
Otogas kontrol(




PLASMA TUBE & PROFILE CUTTING MACHINE PLAZMA BORU & PROFIL KESIM MAKINASI

DNR-I Width Lenght Height Cutting Width  Cutting Lenght Weight

SERIES Genislik Uzunluk Yukseklik Kesim Genigligi  Kesim Uzunlugu  Agirlik General Speciﬁcat"ons

DNR-11503 | 3750 mm | 4400 mm | 2150 mm 1650 mm 3150 mm 4600 kg . .

DNR-12004 | 4250 mm | 5400 mm | 2150 mm 2150 mm 4200 mm 5900 kg Windows based Control Unit

DNR-12006 | 4250 mm | 7400 mm | 2150 mm 2150 mm 6300 mm 7350 kg 3D auto nesting software

DNR-1 3006 | 5250 mm | 7400 mm | 2150 mm 2150 mm 6300 mm 8800 kg . o . .

DNR-1 3008 | 5250 mm | 9400 mm | 2150 mm 3150 mm 8400 mm | 10900 kg Cutting possibility for pipe, profile and

DNR-13012 | 5250 mm | 13400 mm | 2150 mm | 3150 mm 12600 mm | 14900 kg sheet on the same machine .

DNR-13016 | 5250 mm | 17400 mm | 2150 mm 3150 mm 16800 mm 19000 kg Fume extraction system Genel Ozellikler

DNR-13020 | 5250 mm | 21400 mm | 2150 mm 3150 mm 21000 mm 23000 kg Easy load and unload pipes & profiles with

DNR-I 4006 6250 mm | 7400 mm | 2150 mm 4150 mm 6300 mm 10300 kg : : . .

DNR-14008 | 6250 mm | 9400 mm | 2150 mm | 4150 mm 8400 mm | 12800 kg strong construction placed out of bridge | \yingows tabanli CNC Kontrol Unitesi

DNR-14012 | 6250 mm | 13400 mm | 2150 mm 4150 mm 12600 mm 17700 kg 3D otomatik nesting yaz|||m|

DNR-14016 | 6250 mm | 17400 mm | 2150 mm 4150 mm 16800 mm 22600 kg PP :

DNR-14020 | 6250 mm | 21400 mm | 2150 mm | 4150 mm 21000 mm | 27500 kg Ayni makina iizerinde boru, profil ve
sac plaka kesme olanagi
Toz ve duman tahliye sistemi
Koprii digina tasarlanan giiglii mekanik
konstriiksiiyon sayesinde kolay yiikleme
ve bosaltma sistemi




OXY CUTTING MACHINE OKSIJEN KESIM MAKINASI

Genel Ozellikler

CNC iinitesi
Tanaka - Messer oksijen torch

300 mm. ye kadar kesim

Oksijen kesime uygun kesim masasi
Otomatik yiikseklik kontrolii

Carpmaya karsi torch koruma sistemi
Otomatik atesleme sistemi

Manuel yada otomatik galisma kolayhg
Diisiik ve yiiksek tavlama secenegi
Otomatik nesting yazilim paketi
Plazma ile kombine opsiyonu
Arttinlabilir Oxy torch {initesi

General Specifications

CNC unit

Tanaka - Messer oxy torch
Cutting up to 300 mm.

Special designed table for oxy cut
Auto height control

Torch protection system for any crash
Auto ignition system

Manual or auto cut selection

Low or high preheat selection
Auto nesting software

Plasma and oxy combine option
Additional oxy torch heads




COMPACT PLASMA CUTTING MACHINE

General Specifications

Monoblock construction design for easy transport
Cutting table with drawers helps

to collect the cut parts easier

Strong and high mechanical accuracy #0,Tmm
Axis positioning accuracy +0,02mm

Axis positioning speed 30m/min

Automatic torch height control

Torch protection system for crashes

Fast part expansions possibility with

auto nesting software

KOMPAKT PLAZMA KESIM MAKINASI

Genel Ozellikler

Kolay tasginabilen tek parga govde
parca ve ciiruf toplamak igin cekmeceli kesim masasi
Saglam ve yiiksek mekanik hassasiyet +0,1mm
Eksen pozisyonlama hassasiyeti +0,02mm

Eksen pozisyonlama hizi 30m/dk

Otomatik torch yiikseklik kontrolii

Carpmalara karsi 0zel torch koruma sistemi
Otomatik nesting yazilimi ile firesiz

parca yerlestirebilme ozelligi ile

malzeme ve zaman tasarrufu

DNR-C Width Lenght Height Cutting Width  Cutting Lenght Weight
SERIES Geniglik Uzunluk Yukseklik Kesim Genigligi  Kesim Uzunlugu  Agirlik
1000+ 2000 1850 mm | 3300 mm | 1600 mm 1000 mm 2000 mm 1525 kg
1500 + 3000 | 2350 mm | 4300 mm | 1600 mm 1500 mm 3000 mm 1825 kg




HYPERTHERM POWER UNITS

HPR130xp

Operation Data
Mildsteel cut capacity
Dross free

Production (pierce)
Severance (edge starts)
Stainless steel cut capacity
Production (pierce)
Severance (edge starts)
Aluminium cut capacity
Production (pierce)
Severance (edge starts)

T16mm
32mm
38mm

20mm
25mm

20mm
25mm

Cahistirma Verisi

Siyah sac kesim kapasitesi
Capaksiz

Uretim (delme)

Ayirma (kenar baslangiglar)
Paslanmaz celik kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)
Aliiminyum kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)

HPR260xD

Operation Data
Mildsteel cut capacity
Dross free

Production (pierce)
Severance (edge starts)
Stainless steel cut capacity
Production (pierce)
Severance (edge starts)
Aluminium cut capacity
Production (pierce)
Severance (edge starts)

32mm
38mm
64mm

32mm
50mm

25mm
50mm

Cahistirma Verisi

Siyah sac kesim kapasitesi
Capaksiz

Uretim (delme)

Ayirma (kenar baslangiglar)
Paslanmaz celik kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)
Aliiminyum kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)

HPR400xp

Operation Data
Mildsteel cut capacity
Dross free

Production (pierce)
Severance (edge starts)
Stainless steel cut capacity
Production (pierce)
Severance (edge starts)
Aluminium cut capacity
Production (pierce)
Severance (edge starts)

38mm
50mm
80mm

45mm
80mm

38mm
80mm

Cahistirma Verisi

Siyah sac kesim kapasitesi
Capaksiz

Uretim (delme)

Ayirma (kenar baslangiglar)
Paslanmaz celik kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)
Aliiminyum kesim kapasitesi
Uretim (delme)

Ayirma (kenar baglangiglar)

HYPERTHERM GUG UNITELERI

POWERMAXS85

Operation Data

Mildsteel cut capacity
Production (pierce)
Severance (edge starts)
Stainless steel cut capacity
Production (pierce)
Aluminium cut capacity
Production (pierce)

20mm
38mm

16mm

16mm

Caligtirma Verisi

Siyah sac kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)
Paslanmaz celik kesim kapasitesi
Uretim (delme)

Aliiminyum kesim kapasitesi
Uretim (delme)

POWERMAX105

Operation Data

Mildsteel cut capacity
Production (pierce)
Severance (edge starts)
Stainless steel cut capacity
Production (pierce)
Aluminium cut capacity
Production (pierce)

22mm
50mm

20mm

20mm

Galigtirma Verisi

Siyah sac kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)
Paslanmaz celik kesim kapasitesi
Uretim (delme)

Aliiminyum kesim kapasitesi
Uretim (delme)

MAXPRO200

Operation Data
Mildsteel cut capacity
Dross free

Production (pierce)
Severance (edge starts)
Stainless steel cut capacity
Production (pierce)
Severance (edge starts)
Aluminium cut capacity
Production (pierce)
Severance (edge starts)

20mm
32mm
75mm

25mm
64mm

32mm
75mm

Calistirma Verisi

Siyah sac kesim kapasitesi
Gapaksiz

Uretim (delme)

Ayirma (kenar baslangiglar)
Paslanmaz celik kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)
Aliiminyum kesim kapasitesi
Uretim (delme)

Ayirma (kenar baslangiglar)




